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Ausstattung

 Antriebsart – Batterie 

 Allradlenkung – Drehen auf der Stelle und Diagonalfahrt

 Funkfernsteuerung auf Straße und Schiene

Signaleinrichtung mit Fahrtrichtungsanzeige 

On-board Ladegerät

 Waggonbremsanlage für Anhängelast bis 700 Tonnen

 Erdungseinrichtung

Pu� eranlage mit UIC-Haken und gedämpfter Kuppelstange

Technische Daten

 Abmessungen in mm ca. L 6390 x B 2200 x H 1760

 Schienenspurweite 1435 mm

 Gesamtgewicht ca. 15000 kg

 Rangierfahrt 0-3 km/h, Solofahrt 0-6 km/h

 Anhängelast bis 700 Tonnen*

 Bleibatterien mit 2 x 1000 Ah / 40 V

Technical data

Dimensions in mm approx. L 6390 x W 2200 x H 1760

Track gauge 1435 mm 

Total weight approx. 15000 kg

Shunting drive 0-3 kph, solo drive 0-6 kph

Towing capacity max. 700 tons*

Lead-acid batteries 2 x 1000 Ah / 40 V 

Equipment 

Drive type – Battery

All wheel steering – turning on the spot and diagonal drive

Radio remote control on road and rail

Signalling device with direction indicator

On-board battery charger

Wagon brake system for trailer loads up to 700 tons 

Earthing device

Bu� ers with UIC hook and damped coupling bar

ZAGRO E-MAXI XL with § 32 EBO

§ 32 EBO 

Zulassu
ng 

Rail A
pproval

* auf trockenem, geraden Gleis mit 0 ‰ Steigung
* on dry, straight rails on 0 ‰ gradient




